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MARKING SOLUTIONS > CONDUCTOR AND CABLE MARKING > CABLE LABELS

KCCM-W 135 x 25mm(50-240

mm?2)

Stock Keeping Unit (SKU): 808853

Wrap Type Cable Marker

Commercial Information

Product Sales Code
Package Unit
Customs Tariff Number

Weight Per Unit Including Packaging

Technical Information

PRODUCT SPECIFICATIONS

Color

Insulation Material

UL 94 Flammability Class

Continuous Operating Temperature Max.
Continuous Operating Temperature Min.
Rub Resistance

Labels per Plate

Labels per Row

Printability

Device

Marker Plate

Oxygen Index

Rub Resistance of Test Markings

808853
20 pcs.
392690979018

0.002 kg.

White

Flexible PVC

80 °C

-40 °C

EN 60068-2-70

4 Ad.

4 Ad.

Thermal Transfer

KLECARD

%

ASTM D 4329



Salt Spray Test Duration 96h / 1SO 9227 NSS

Adhesive Tape Material Polyacrylate
Foil Strength Along

Adhesion Strength 16 N/25 mm
Yiukseklik 0,20 mm mm
Marking Area 135 x 25,0 mm

GENERAL

Marker Mounting Type Adhesive



