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Commercial Information

Product Sales Code
Package Unit

Customs Tariff Number

Technical Information

WIRE DUCTS > PVC WIRE DUCT > KKD SERIES

KKD 1001 USNS

Stock Keeping Unit (SKU): 5551001USNS

100x100 Base Slotted Wiring Duct

5551001USNS
24 m

392590200000

PRODUCT SPECIFICATIONS

Color

UL 94 Flammability Class

Continuous Operating Temperature Max.
Continuous Operating Temperature Min.
Material

Min. Service Temperature

Max. Service Temperature

Cable Fill Ratio

Stone Grey

Vo

60 °C

-5 °C

PVC

-15 °C

60 °C

60 %

Width

Length

Height without Cover

100 mm

2000 mm

97.30 mm



Height with Cover

Certificates

€

CE

Accessories

CUTTING SHEARS

a Product Code

KKMR

Product Code
KMK 1002

TERMINAL BLOCKS

‘ Product Code
KKB

100 mm

ch EAL

UKCA EAC

: 553230

: 553220

: 553405

WIRE RETAINER-ORGANIZER

Product Code
KKT 1001

Product Code

\ Product Code
KKM

PPE 6,5 M

RIVETING TOOL

\ Product Code
SETR

: 553415

: 553465

: 553600
M

: 553500

TSE



