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Commercial Information

Product Sales Code
Package Unit
Customs Tariff Number

Weight Per Unit Including Packaging

Technical Information

ELECTRONICS PRODUCTS > PROTECTION CONTROL & TIME RELAYS > TIME RELAYS

MEASTRO 121

Stock Keeping Unit (SKU): 270702

Digital Time Relay

270702
1 pcs.
853649000029

0.16 kg.

GENERAL

LCD Display
Connection Type
Protection Class
Housing Width (mm)
Mounting Type

Supply Frequency
OUTPUT TYPE

Display Size

Display Refresh Time
Number of Programmes

Infrared Range

+
Screw terminal
1IP20

36 mm

Rail Mount
35-70Hz

Relay

1,5"

0,5 sn

100

550 mm



Battery Backup Time

GENERAL

7 Yil / Years

Clock Accuracy

POWER SUPPLY

+1sec/day

Frequency

Power Consumption

ENVIRONMENTAL CONDITIONS

35-70Hz

<11lVA AC

Operating Temperature
Storage Temperature

Relative Humidity (Non-condensing)

RELAY OUTPUT

-20°C..+70 °C

-30°C..+80 °C

90% non-condensing

Number of Outputs
Max. Switching Current
Max. Switching Power
Type

Electrical Life

Mechanical Life

16A / 250VAC

1250VA

2 C/O (SPDT)

5x10"4

=107



